
Features

•	 500	Series	Compatible	Powered	
Rack	System

•	 Accepts	8	standard	500	Series	
Modules

•	 3-Amp	universal	switch	mode	
power	supply

•	 XLR	Inputs	and	Outputs	for	each	
channel

•	 Pass	through	switch	forwards	
output	signal	to	next	channel’s	

input

•	 Paralled	Input	and	Output	DB25	
Connectors

•	 Table	top	applications	(ships	
with	aluminum	handle	and	
rubber	feet)

•	 Rack	mount	applications	(ships	
with	rack	ears)

•	 Ships	with	4	aluminum	slot	
panels
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User Controlled Functions

ON / OFF Switch 

 Internal Pass Through Switch Forwards	Output	signal	to	next	channel’s	
input	stage

Accessories

Slot Panel 4	each	aluminum	panels

Rubber Feet 4	each	rubber	feet

Aluminum Handle 1	each	aluminum	handle

Rack Ears 2	each	steel	rack	ears	for	19-inch	rack	
mounting

Indicators

 Blue Power LEDs Power	rail	LED’s	-	+16V	/	-16V	/	+48V

 	

Power Supply (internal)

Primary 100-240V	AC	(50/60	Hz)

Secondary +16V	-	3	amps

-16V	-	3	amps

+48V	-	0.6	amps

Mechanical

 3	RU	Steel	enclosure	-	black	powder	coat

   


